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Note

The instructions contained in this manual are not intended to cover all of the details or variations in equipment, or to provide for every possible contingency to be met in connection with installation, operation, or maintenance.  Should further information be desired or should particular problems arise which are not covered sufficiently for the purchaser’s purposes, the matter should be referred directly to Always On UPS Systems Inc.

Any electrical or mechanical modifications to this equipment, without prior written consent of Always On UPS Systems Inc, will void all warranties.  Unauthorized modifications also can result in personal injury or death or destruction of the equipment.

Boost Charger Module

Please complete the Warranty Card supplied with this device and return it by mail to Always On UPS Systems Inc.  This activates the warranty. 

If additional information or technical assistance is required call:

Always On UPS Systems Inc Sales and Technical Support Line 

Toll free at 1-877-259-2976 Ext. 451 or (250) 491-9777 Ext. 451 or Fax (250) 491-9775

Or E-mail at sales@alwayson.com or visit our web site at www.alwayson.com 

Or write to 

Always “On” UPS Systems Inc.

Bldg 1 – 150 Campion Road,

Kelowna, BC,

V1X 7S8,

Canada

Please complete the following information for your records.

Model Number:    ______________________________________________________________

Serial Number:     ______________________________________________________________

Date of Installation:  ____________________________________________________________

Inspected By:       ______________________________________________________________

IMPORTANT SAFETY INSTRUCTIONS

· THIS MANUAL CONTAINS IMPORTANT INSTRUCTIONS THAT SHOULD BE FOLLOWED DURING INSTALLATION AND MAINTENANCE.

· ALL SERVICING MUST BE DONE BY QUALIFIED PERSONNEL.  DO NOT ATTEMPT TO SERVICE THIS EQUIPMENT YOURSELF.  OPENING OR REMOVING COVERS WILL RISK EXPOSURE TO DANGEROUS VOLTAGES. DO NOT LOCATE MODULE IN AN AREA WHERE UNAUTHORIZED PERSONNEL HAVE ACCESS.

· DO NOT STAND BEVERAGE CONTAINERS ON THE UNIT.

· DO NOT USE THIS EQUIPMENT FOR ANY PURPOSE OTHER THAN THE INTENDED USE.

· ENSURE CABLE PROVIDED IS IN GOOD WORKING CONDITION AND IS NOT DAMAGED OR FRAYED.

· EXAMINE THE PACKAGING CONTAINER FOR DAMAGE.  NOTIFY THE CARRIER IMMEDIATELY IF DAMAGE IS PRESENT.

· QUALIFIED PERSONNEL SHOULD BE CONSULTED WHEN:

1. LIQUID HAS BEEN SPILLED INTO THE UNIT

2. THE UNIT DOES NOT OPERATE NORMALLY EVEN THOUGH THE OPERATING INSTRUCTIONS HAVE BEEN FOLLOWED.

SAVE THESE INSTRUCTIONS

SYMBOLS


May be used in lieu of the wording “caution, risk of electric shock” for any cautionary marking.
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1. Introduction

Congratulations on your choice of complimenting your Always "On" UPS Systems N-Series unit with a state-of-the-art Boost Charger Module.  The boost charger module compliments your Traffic UPS system’s included charger to aid in quicker recharge times, allowing you to be ready for the next outage much quicker, to keep the intersection from going dark much longer.

The Boost Charger Module uses the same simple battery connections to aid in installation and servicing.  The AC power is hard wired.  The unit features a rocker switch with pilot light to monitor operation.
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	Figure 1:

Boost Charger Module With Doormount UPS & UPS Status Module
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2. Handling

2.1. Delivery

Upon receiving the Boost Charger Module, inspect the packaging integrity and the physical condition of the unit carefully.

In the event that physical damage is visible, the carrier must be informed immediately and a claim filed with them. Inform Always “On” as soon as the claim has been filed and a copy of claim should be faxed to Always “On” at (250) 491-9775. 

A detailed report of the damage is necessary for your carrier insurance claim.

2.2. Initial Inspection

Unpack the unit carefully, and retain the box and packing material.  If you must return the unit at any time, you must repack it the way it was originally shipped.  Visually inspect the unit for damage that may have occurred during shipment.  If there is damage, contact the dealer from whom you purchased the unit, and save the packaging for future shipment.  When the unit has passed the initial inspection, record the Installation date on the back panel of the unit and in the space provided in the front of this manual.

Included with the system:


1. User Manual

2. UPS Connection Cable

2.3. Storage

1. If the Boost Charger Module is to be stored prior to installation, it should be placed in a dry, well-ventilated area where it will not be exposed to dirt, moisture or other contaminants.

2. Extreme storage temperatures are:

a. -40ºC to +74ºC
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3. Installation

The Boost Charger Module is intended for installation in a temperature and humidity controlled indoor environment, free of conductive contaminants.  Absolute maximum ambient temperature at sea level must not exceed 74ºC (165ºF).  

Place the Boost Charger Module within the supplied battery cable length of the UPS. 

There is very little maintenance required for this unit.

	[image: image4.emf]
	WARNING: When mounting Boost Charger Module, maintain as much space at the sides of the module to allow for adequate cooling.


3.1. Mounting

There are 4 mounting tabs with holes that fit a ¼” screw.  Please review Figure 3.1 for mounting figures.
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	Figure 3.1:

Dimensions for Mounting the Boost Charger Module


3.2. Connecting to the UPS

Connect the Boost Charger Module to the UPS with the supplied cable.
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	Figure 3.2:

Connecting the Boost Charger Module to the UPS


3.3. Charger Module Battery Connections

Battery Power: Connect the Charger Module to the batteries with the available battery string cable.  The battery string cable makes connecting the individual batteries that are placed in a cabinet very easy.  It also allows for simple maintenance and battery replacement.
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	Figure 3.3:

Connect the Charger Module to Batteries
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	WARNING: The Battery Cable System should not be modified to avoid personal injury, equipment damage and fire.
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	WARNING: The Charger Module shall be installed by a qualified technician and wired in accordance with local and national electrical codes.


Charger Module AC Power Connection

AC Power: The battery charger module is hardwired to AC power using the terminal block.  Ensure that there is a well-grounded power supply before connecting the charger module.
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	WARNING: Do not connect Boost Charger Module to the Output of the UPS.  The batteries should not be charging when the UPS is running off of the batteries in back up mode. 
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	Figure 3.3:

Connect the Charger Module to AC


4.  Boost Charger Module Operation

4.1. Turn On and Off the Charger Module

To turn on the Boost Charger Module, toggle the Power Switch located on the left hand side, to the “ON” position.  The switch shall light when power is applied. 

To turn off the module, simply switch to the “OFF” position.  The battery power to the UPS will be unaffected if the switch is turned off.
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	Figure 4.1

Location Of Power Switch


4.2. Operating Characteristics

The charger module will monitor the battery voltage and boost the UPS charging rate when the batteries have been depleted.  

Note that the fan will operate continuously when the batteries are low, signifying that the system is boost charging.  When the batteries are nearing float voltage, the fan will slow and eventually stop.  This is normal.

5. TECHNICAL DATA

	Temperature Range
	-40C to +74C

	Output Voltage
	36VDC Nominal

	Current
	5 Amps

	Input Voltage
	120VAC

	Physical
	(WxDxH) 7.125”x3.25”x7.25”(8.5” with mounting tabs)


6. CONTACT INFORMATION

6.1. Additional Purchases or Upgrades

Always “On” UPS Systems Inc.

Bldg 1 – 150 Campion Road,

Kelowna, BC, Canada, V1X 7S8

Phone: (250) 491-9777 Ext 451

Fax:
(250) 491-9775

Email: sales@alwaysonups.com 

Website: www.alwaysonups.com
6.2. QA / Warranty Questions

Always “On” UPS Systems Inc.

Bldg 1 – 150 Campion Road,

Kelowna, BC, Canada, V1X 7S8

Phone: (250) 491-9777 Ext 209

Fax:
(250) 491-9775

Email: qa@alwaysonups.com 

Website: www.alwaysonups.com 

6.3. Software Questions

Always “On” UPS Systems Inc.

Bldg 1 – 150 Campion Road,

Kelowna, BC, Canada, V1X 7S8

Phone: (250) 491-9777 Ext 204

Fax:
(250) 491-9775

Email: webmaster@alwaysonups.com 

Website: www.alwaysonups.com























































