Schematic for The Battery Pack / BP-ILF-12025
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Always “On” UPS Systems Inc.

Bldg 1 – 150 Campion Road, Kelowna, BC, V1X 7S8

FOR MORE INFORMATION CALL TOLL FREE: 1-877-259-2976 Ext 451.

Website: www.alwayson.com     E-mail: sales@alwayson.com
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Always “On” UPS Systems Inc.
Installation Instructions

1) Ensure all connections are secure.

a) Connect (A) Cable located on back of the Battery Pack / BP-ILF-12025 to UPS Input.

b) Connect (B) Cable located on back of the Battery Pack / BP-ILF-12025 to UPS Output.

c) Connect (C) Cable located on back of the Battery Pack / BP-ILF-12025 to Ext. Batt. Connector located on back of UPS.

2) Turn “ON” Batt. Breaker on the Battery Pack / BP-ILF-12025 (Located under rear plate).

3) Connect your Main, Alternate (Alt.) and Output Cables to the I/O terminals located on the Battery Pack / BP-ILF-12025 under the rear plate.

Start-up

1) Turn “ON” Main Input and Alt. Input Breakers located on the front of the Battery Pack / BP-ILF-12025

2) ATS 2 Switch MUST BE in position #3 Bypass (located on the front of the Battery Pack / BP-ILF-12025)

3) Turn “ON” UPS (refer to UPS user manual)


4) Switch Existing External By-Pass switch from bypass to normal operation.


5) Turn ATS 2 switch to position #1 (Automatic).  (Please refer to Positions for Switch (ATS 2) on next page).

You have now successfully installed your Battery Pack / BP-ILF-12025.

Thank-you for choosing Always “On” UPS Systems Inc.


Table for LED’s

	
	ATS 1
	ATS 2

	Red
	Alt. Supply
	Alt. Supply

	Green
	Output Power
	Output Power


ATS 1 (UPS Supply)

1) If Red LED is off and Green LED is lit ATS 1 is supplying Main Input power to the UPS.

2) If Red LED is lit and Green LED is lit ATS 1 is supplying Alt. Input power to the UPS.

ATS 2 (Load Supply)
1) If Red LED is off and Green LED is lit ATS 2 is supplying UPS power to the load.

2) If Red LED is lit and Green LED is lit ATS 2 is supplying Alt. power to the load.

Positions for Switch (ATS 2) [Load Supply]

Position #1 (Automatic): 

ATS 2 will automatically switch from UPS supply to alternate input.

Position #2 (UPS):


ATS 2 will only supply UPS power.

Position #3 (Bypass):


ATS 2 will supply Alternate input power to the load (used to service or remove the UPS).
[image: image4.png]Exising
Switch

 Out
) 1
Main ]
= o
Alf. T
BP-ILF-12025

(Switches are Auto Transfer Switches)




Always “On” UPS Systems Inc.

Bldg 1 – 150 Campion Road, Kelowna, BC, V1X 7S8

Phone (250) 491-9777 Ext. 451,   Fax: (250) 491-9775 

Email:   sales@alwaysonups.com,   Website:   www.alwaysonups.com
CAUTION:


ENSURE BOTH LED’S (RED AND GREEN) ON ATS 2 ARE LIT  (confirms system is in Bypass mode).





CAUTION:


	Existing External By-Pass Switch MUST only be operated when RED LED on ATS 2 is LIT!!! (Battery Pack / BP-ILF-12025 is in bypass mode).
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